From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: "Gary H. Harmon, Jr." <gharmon@legend.txdirect.net> 
Subject: 3-400Zs Needed 

Message-ID: <9512070004.AA23292@legend> 


I am posting this for a good friend, Carl/K5DSF. He has a Tempo 2000 linear 
and is in need of 2 3-400Z tubes. Either new ones or good pulls. If you 
have a couple, please drop me an E-mail and I will let him know. Thanks 
very much and Happy Holidays! 73, Gary 


Gary H. Harmon, Jr., K5JWK gharmon@txdirect.net 
6302 Robin Forest K5IWK@K3WGF .STX.USA.NOAM 
San Antonio, TX 78239 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Dick Dillman <ddillman@igc.apc.org> 

Subject: <> Collin's R-391/URR For Sale <> 

Message-ID: <199512072017 .MAA25233@igc4.igc.apc.org> 


This is a repost from the Usenet newsgroup rec.radio.swap. All replies 
should go to the email address in the message below. 


/*x Written 11:46 AM Dec 6, 1995 by ktrummel@mail.orion.org in igc:rec.radio.swap 
*/ 
[k ---------- "<> Collin's R-391/URR For Sale <>" ---------- */ 


I'm offering a very clean and near-mint condition Collins R-391/URR 
Receiver for sale. 


It's similar to the 390 but has an 8 Channel Auto-Tune system in it. 
The rig has been re-aligned and re-tubed. I also am including a near 
complete set of spare tubes, original TM, A Balanced Line Antenna 
connector. 

The ONLY modification has been to swap the "Big BNC" Un-Balanced Ant 
Connector with a SO-259 Connetor (Perfect fit so no extra holes and 
can be easily changed back in 30 Minutes or so.) 


I'm asking $400 AND Shipping (And this baby is heavy!) 


E-Mail to: ktrummel@orion.org 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 

From: David Stinson <72227.1640@compuserve.com> 

Subject: B-17/B-24 TELEGRAPH KEY? 

Message-ID: <951207034214_ 72227 .1640_EHM144-1@CompuServe. COM> 


Can any of you key experts tell me the proper telegraph key 
for use in a B-17 or B-24, circa 1942-45? 


Also, can someone tell me the proper headphones? I'm working 
on a display I'd like to eventually donate to an air museum in 
Arizona and I want to get it right. 


73 DE Dave Stinson AB5S/7 
72227 .1640@compuserve.com 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: jproc@worldlinx.com 

Subject: RE: B-17/B-24 TELEGRAPH KEY? 

Message-ID: <Chameleon.4.01.2.951206131641.jproc@> 


>Can any of you key experts tell me the proper telegraph key 
>for use in a B-17 or B-24, circa 1942-45? 

> 

Dave, 


As you know, I have the radio systems manual for the B24. One photo in the 
Liason section shows a J-37 key to the right of the BC348 receiver (circa 
1943). 


No information on headphones is available. I suspect that headphones were 
considered as part of the head helmet rather than belonging with the radio. 


Regards, 

Jerry Proc VE3FAB 

E-mail: jproc@worldlinx.com 
Radio Restoration Volunteer 
HMCS Haida, Toronto Ontario 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: arther.dent@smtp.prostar.com 

Subject: RE: B-17/B-24 TELEGRAPH KEY? 

Message-ID: <199512070807 .CAA26853@uro.theporch. com> 


JC> No information on headphones is available. I suspect that headphones were 
JC> considered as part of the head helmet rather than belonging with the radio. 


the headphones were a seprate item. they plugged in to the BC-348/BC-312 
down in the lower right hand corner. i don't remember what the correct ref. 
number is for them, but my dad has a couple of sets. and i have seen them 
show up at hamfairs from time to time. i know ‘cause i found a set at the 
last W7DK flea-market, just after i spent the end of my budget on an 
external VFO for my TS-830. bummer....... oh well we can't have everything. 
but i'll check with my dad (WB7CRR) and see if i can get the correct part 
number for the head phones. 

T Bi serece. mike..... KB7VNT 


cc: boatanchors@theporch.com 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 

From: "Ray L. Mote" <rmote@rain.org> 

Subject: Re: B-17/B-24 TELEGRAPH KEY? 

Message-ID: <Pine.SUN.3.91.951207083856 .7643D-100000@coyote.rain.org> 


Funny that nobody mentioned the flameproof J-5 key in any of the replies. 


Any of a number of headsets could have been used, depending on the year 
and the aircraft configuration. Basically, the headset had to match the 
impedance(s) of all the receivers used in the aircraft, as did the crew 
station jack boxes. 


Aircraft configured for high impedance (the original SCR-274-N stuff, 
BC-348, etc.) used the HS-23 headset. This was the HB-7 headband with 
R-14 elements (elements available new from Fair Radio). The PJ-54 plug 
(the "shorty" version of a PL-55) had a xblackx plastic backshell to 
denote high impedance. 


Aircraft configured (or reconfigured) for low impedance (the "E" model 
SCR-274-N receivers and any that had the taps changed for 600 ohms, 
reconfigured BC-348's, SCR-522, etc.) used the HS-33 headsets. These 


also used HB-7 headbands, but used either ANB-H-1 or ANB-H-1A elements. 
The PJ-54 plug had a xred*x plastic backshell to denote low impedance. 
Postwar plugs were designated PJ-54R, and I've seen a number that had a 
bright plating that looks white like nickel, but isn't. 


Both headsets used the CO-162 and CO-169 cordage to connect the elements 
to the PJ-54 (a real xshortx* cord!). 


If the aircraft was used by the Navy, only the nomenclature of the 
headset would be different (I think). Although I've seen cloth and 
leather flying helmets used by the Navy that carried TH-37 low-z 
elements, I doubt they were used in the Navy's long-range patrol planes 
(B-17 and/or B-24 obtained from the Air Corps). Since they were issued 
to individuals, it *is*x possible that some guys used their own sets 
instead of what was in the plane. 


Cordage used in the CO-162 and CO-169 was "tinsel wire". Each wire was 
formed from several "strands", each of which was composed of two flat 
copper strips spiral-wrapped around a piece of string -- now xthat'sx 
what I call FLEXIBLE!. Each wire was rubber-covered, with a cotton 
overbraid over the single-wire that went across one strap and the 
double-wire with one wire longer that went over the other strap. That's 
why they needed the special crimp lugs with sawteeth imbedded, to push up 
through the rubber insulation and into the conductor. Those things were 
made of “unobtainium". With care, they can be uncrimped, cleaned, and 
recrimped. I've had some success with Caig DeOxit shot up into the end 
of the crimped tips and lugs, but don't know yet how long it lasts. I'm 
currently enjoying my retirement by cleaning old HB-7 frames, attaching 
NOS CO-162 and CO-169 cordage (if you need advice on this, talk to me), 
used ANB-H-1 and -1A elements and plugs, and putting new leather on the 
frames. (Do the leather *first*!!) On many of the cords, I've had to 
replace the tips and lugs due to oxidation on the originals that leads to 
high-resistance contacts. 


Someday, I guess I'll have to write up the trials, tribulations, hints, 
and kinks of headset restoration! 


he ere Ray Mote, W6RIC <xmote@rain.org> (805) 985-6048 
Retired Civil Servant: YOUR TAX DOLLARS AT PLAY! 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 

From: "ROBERT W DOWNS, WA5CAB" <103012.2130@compuserve.com> 
Subject: Re: BOATANCHORS digest 360 

Message-ID: <951207130656_103012 .2130_GHU84-1@CompuServe. COM> 


My apologies to the group, and Jack. I really meant "VARIOUS BA #'S ". If you 
look at the keyboard, you will see how close together the two keys are. And it 
was pushing midnight. 


73, Robert, WA5CAB 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Michael Crestohl <mc@shore.net> 

Subject: Boatanchors-List and solid-state Mil stuff... 
Message-ID: <199512071217 .AA09267@northshore.ecosoft.com> 


Hello Jay: 


Further to your post on Boatanchors-List, the group is pretty well centered 
around tube-type equipment, including amateur, commercial and military/Govt 
equipment. Discussion of anything not hollow-state is generally done on 
another list or newsgroup, such as VSS (vintage solid state) or 
rec.radio.amateur.equipment. I do not know of any specific list that deals 
with military equipment new or old exclusively. I suggest that you post 
your question to r.r.a.e or rec.radio.amateur.misc and see what comes 

back. I would also like to know about any such list, but my interests are 
more within the scope of the BA-List. Please let me know what yoy find out. 


How's the "Ayatollah of .61" these days? I was in LA in January 1994 (and 
experienced the quake from a great vantage point in Studio City!) but 

the only "slime" I heard was really low-level stuff, not like the great 
shows that were a daily event on "six-one" in the early eighties and on 
Mount Wilson prior to that. I still have my copies of "Free and Open" 

and take them out occasionally to show to friends after they have heard 
excerpts from the taped archives. The most popular one is still the 
Richard/LEB shows from those years. 


Good to run into you again! I live in the Boston area with my wife 
Cynthia (VE2QF) and have a great gang of friends in the local ham club 
whose philosophy is parallel to mine on the subject of ham radio ---Its a 
hobby so let's have fun!!! The old LA tapes are very popular at 
overnight hamfests and parties. 


What are you doing radio-wise these days besides playing with funny green 
boxes? If you see my old friend Neil K6SMF at the TRW meet please say hello 
for me. I run into him once in a while on 20m. 


73% 


Michael Crestohl ex-VE2FW (new Canadian call is VE2XZ) 


mc@shore.net also KH6KD/W1 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: David Adams <dave@flowserver.stem.com> 

Subject: Cap replacement? 

Message-ID: <9512070653.AA19705@flowserver.stem.com> 


Greetings! Well, I dug into the S-38 to check out the hum in 
my new receiver which, contrary to list belief, did not disappear 
after a few minutes of operation. 


Well, I pull off the bottom cover and what do I see, but two 

.02 MFD 600VDC caps completely toasted....I'm talking leads that 
are sliding out of the caps, big puddles of cap goo...the ends just 
rotted away....basically toast. 


Now, this rig is stock (well...one bizarre mod on the receive standby 
switch I haven't quite puzzled out), and I'd really like to replace these 
caps with similar caps. However, I have no clue where to come by them. 
I'm not sure I've ever seen a paper cap outside of an anchor. 


So...Can anyone recommend a source (or supply a couple nice caps) or am I 
doomed to an obvious radio shack replacement (as if anyone is likely to 
pop off the bottom cover of the rig to look at the caps)? I bow 

to the wisdom of the net. 


73 de dave, n9uxu 


PS - My Halli S-27 is coming along...the previous owner replaced all 
the papers with bright orange tants, so in that case, I'm not to 
concerned. The tough part has been figuring out the boneheaded (and 
in this case, boneheaded does apply) mods that have been done and 
repairing them. 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: w7ni@teleport.com (Stan Griffiths) 

Subject: Checking out a BA Scope 

Message-ID: <199512071627 . IAA23002@desiree.teleport.com> 


>Evenin' Stan. Well, I have come across a 545B scope at the local surplus 
>store. It has a wierd plug in installed (Type W I think). $45 price tag. 
> Missing a few external screwa and the CRT lock nuts. Faded paint but an 
>intact cabinet as far as I can tell. Don't know if it works as it is sitting 
>in a window display. I'm considering offering $30 without the odd-ball plug 


>in. No manual included. What do I need to check to see if it is restorable? 
> 
>Mike, KB9VU 


Hi Mike, 


I sure like the 545B. I have one but I have not restored it yet. I also 
have a couple for parts so maybe I can help you if it turns out you need 
some parts that I have extras of. I also have a few cans of the right blue 
spray paint if you want to redo the cabinet. Manuals can be had from Deane 
Kidd, W7TYR. I have CRT nuts and probably all the other bolts and nuts you 
need, too. 


The W is actually a pretty decent plugin. You can use it as an ordinary 
Single trace plugin with a bandwidth of 26 MHz. That does not quite take 
advantage of the full 33 MHz of the 545B, but its not bad. 


Another feature of the W that is sometimes nice is the differential feature. 
It has both a + and a - input and if you put signals into both, the - signal 
is subtracted from the + signal. Can be very handy if you are 
troubleshooting something like an audio amplifier. 


One of the best features of the W is the accurate DC supply built into it. 
You can actually use it as a pretty good VTVM by putting the accurate DC 
supply into one channel and an unknown voltage into the other. You then 
adjust the W's DC supply voltage until it cancels the unknown voltage (you 
do this by adjusting the W voltage until the trace comes to center screen on 
the scope). You then read the W voltage from the dial on its panel and you 
know the unknown voltage. 


But this does not address your real question. Here's what I would do to 
check out that 545B. Plug it in and turn it on with the W installed. After 
about 30-45 seconds, you should hear an audible "click" as the time delay 
relay closes. In a few seconds, a trace should appear on screen. If you 
don't get a trace, there are a lot of possible good reasons why not. Try 
the following: 


1. Check to make sure the intensity is not too low, but be careful not to 
burn the CRT just in case the beam is just temporarily off screen. Set the 
intensity somehwere around 11 O'clock. You should see a trace at this level 
when everything else is working. If you want to be safe, turn the Focus and 
Astigmatism controls fully clockwise to defocus the trace to prevent burning 
the phosphor. 


2. Make sure the Horizontal Display switch is in the "A" position. The 
545B has two timebases and if "A" doesn't work, maybe "B" does. 


3. Rotate both "A" and "B" Stability controls fully clockwise. This should 


cause both sweeps to "freerun" or run continuously regardless of whether or 
not you have a signal going in to the scope. 


4. Put both "A" and "B" Time per CM controls to 1 ms/cm. 


5. Set the W Display switch to "1", the Millivolts/CM switch to 50, and the 
Vertical Position control to midrange. 


You should have a trace on screen now. If you don't, something is not quite 
right with either the 545B or the W. 


To eliminate the W, look at the "Vertical Position Neons" in the upper left 
corner of the 545B front panel. When the trace is centered on screen, both 
of these neons should be off. At a cm or two above center screen, the "up" 
neon is supposed to light and at a cm or two below center screen the "down" 
neon should light. Test for this by moving the W vertical position control 
through its range. If the neons follow this "on/off" pattern, the W is 
probably good. If not, try another plugin. I don't think the 545B will 
work without any plugin installed because the power suppllies go out of 
regulation with no load on them. 


Lets assume you have a trace. Now the most important piece to check is the 
CRT itself and the most important indicator is whether or not it exhibits 
"double peaking" of the intensity control. A "double peaking" CRT indicates 
that it has a lot of hours on it and it may not have long to live. You test 
for this by observing a trace on screen and running the instensity control 
through its entire range from fully counterclockwise to fully clockwise. 
Make sure the spot on screen is not stationary or running slow as you will 
burn the phosphor with this test. Anyway, a good CRT will start at no 
intensity and gradually come up brighter and brighter until it reaches full 
intensity at the clockwise postion of the intensity control. If at any time 
it seems to get dimmer and then brighter as you continue to crank the 
intensity control clockwise from fully counter clockwise, that is a double peak. 


I would not refuse to buy a scope (especially a 545B for $45!) just because 
it has a double peak as long as it still has enough intensity to give me 
good pictures on screen. 


If you just can't get ANY trace on screen, you might want to look elsewhere 
or offer less money. It could be a totally dead CRT (you can find good used 
ones) or a bad HV transformer which can be rewound for about $60 or 
something real simple like a bad tube in a power supply. 


So give it a try and let me know what happens. Going through this procedure 
should make you look like a real expert to the store owner! Good luck! 


Stan W7NI@teleport.com 


PS--Pardon the bandwidth, but I posted this to the net because this 
procedure will work on pretty much any scope you want to check out on the 
spot. It won't catch every flaw, but it might keep you from wasting some of 
your precious BA dollars on a bum deal.--Stan 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: tomrice@netcom.com (Tom R. Rice) 

Subject: Clean Condensers 

Message-ID: <199512070124 .RAA26876@netcom18.netcom. com> 


My thanks to all the kind folks who helped me get the 
variables cleaned up. Phosphoric acid and boiling lemon 
juice worked just fine for all but one, a Hammarlund with 
cadmium-plated brass plates (the plating is coming off). 


Back when I was employed, I had the use of a Branson ultrasonic 
cleaner (with heat) which really did the job, but it's a 
pricey machine. Some folks suggested the use of a dishwasher, 
but my dishwasher is a sturdy German girl named Inge, who 
balks at the additional labor unless it's Depression Glass, 
which she collects. 
"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 
tomrice@netcom.com 
CIS: 71160,1122 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Steve Linscott <linscot@is.rice.edu> 

Subject: Coil Forms 

Message-ID: <199512071503 .JAA12876@is.rice.edu> 


I was digging through boxes at Don Busick's ham shack, where he has stored 
the remnants of Madison Electronics, and came across some coil forms. These 
are new, fluted, Hammarlund 4 and 5 pin brown bakelite forms. There are 
assorted sizes, 1.5 - 2 inches (eyeball measurement). There must be a 
couple dozen of them. If anybody is interested, give Don (K5AAD) a call at 
713-729-7300. If he's not there, leave a message on the recorder. No, I 
don't get a commission, but these jewels belong in tube circuits instead of 
boxes! :-) 


73 de W5EGP 


- Steve - 


KKK KAKKKKAKK KA KK KKK KK KKK KAKI KIKI KKK KKK KKK KK KKK KK KKK KKK KAKA KKK KEKKKKEKKEKE ERK 
* Steve Linscott Divisional Consultant Natural Sciences * 
x Rice University 6100 South Main Street Houston, Texas 77005-1892 x 
* Phone: (713)527-4985 FAX: (713)527-6099 Email: linscot@rice.edu * 
KKK KAKKKAKKKAIKKKAKKK KKK KKK KKK K IK AK IK IKK KIKI KKK KIA KAKA KAKA KKK KKKKKEKKKEKEEKK 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: shep shepard <hsheps@primenet.com> 

Subject: Collins 32v Stuff 

Message-ID: <199512070052.RAA13329@usr3.primenet.com> 


I have to requests: 


The first is for Bill Carns N7OTQ owner of 32v1 Serial #1. 
He is in need of the 807's input driver transformer; it has a 12k ohm 
primary and 5.3 k ct secondary. 


I am looking for a 32V2 or 32V3 in excellent to mint condition. 
Thank you, 


Shep Shepard, AA7MH (Prescott, AZ ) 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 

From: David Speegle <dspeegle@dialin.ind.net> 

Subject: Re: Contact cleaners 

Message-ID: <Pine.SUN.3.91.951206174152 .16418B-100000@dialin.ind.net> 


Alcohol is good plastics. Dave NE9F 


David Speegle Email Alias: David.Speegle@dialin.ind.net 


Argos, IN 46511 
Phone: 219.546.3848 FAX: 


| 
| 
| 
| 311 S West St. 
| 
| 
| 


On Wed, 6 Dec 1995, Michael Covington wrote: 


> After trying many different cleaners I've settled on pure isopropyl alcohol 
> (not 70% but 99% -- no water in it, no rust). It doesn't dissolve plastic. 
> 

> I once cleaned the switches on a Tektronix/Sony miniature oscilloscope 

> with the usual 1,1,1-trichloroethane solvent and had them come right 

> apart; the glue dissoved. 

> 

> One of the drugstores around here stocks 99% isopropyl alcohol, very 

> cheap. The others haven't heard of it although they have 70% and 91%, 

> both of which have too much water to be safe for electronic equipment, 

> or so I'm told. 

> 

> -= 

> Michael A. Covington http: //www.ai.uga.edu/faculty/covington/ 
> Artificial Intelligence Center <>< 
> The University of Georgia Unless specifically indicated, I am 
> Athens, GA 30602-7415 U.S.A. not speaking for the University. 
> 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: KK5EP@aol.com 

Subject: Cover for DX-100 

Message-ID: <951206211919_65971517@mail06.mail.aol.com> 


I recently acquired an old Heath DX-100, but it has no cover(case). Anyone 
know where I might find one? Tnx, Mike KK5EP 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: David Josephson <david@josephson.com> 

Subject: Re: D104, crystal, etc 

Message-ID: <199512070846.AA04536@foxtrot.rahul.net> 


The D104's with a piezo element these days are probably ceramic 
(barium titanate) not crystal (Rochelle salt, aka potassium sodium 
tartrate). Crystal mics die with age if in a humid environment, 
ceramic mics don't. Ceramic are less fragile, usually have a 
somewhat lower output and not as good frequency response as crystal 
mics do. Restricting the bass response on a dynamic should be no 
problem, there will be a coupling cap somewhere in the circuit that 
can be reduced in value. Most are set up to drive silicon rigs which 
have a relatively low input impedance which acts as the R in an RC 
filter, the coupling cap being the C. With a BA rig the R is higher 
so the rolloff frequency is lower leading to more bass, not so 

good unless you're looking for that old AM sound and have plenty 
QRO to feed it! 


73 de WA6NMF 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com> 
Subject: Deed Restriction Elimination Details 
Message-ID: <199512070357.VAA16278@dlep1.itg.ti.com> 


Greetings, 


My apologies for taking so long to write up the account of the process I 
went through to have my antenna prohibiting deed restriction eliminated. I 
sent Jack a copy for the archives and also sent copies to those I could find 
who requested it earlier. Anyone wanting a copy just let me know. If you 
requested a copy earlier but haven't received it yet, my apologies, I 
probably just didn't find your request during my brief search. Please send 
me another request. 

Regards, 

Bill Sorsby, N5BU bill.sorsby@dlep1.itg.ti.com 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 

From: "ROBERT W DOWNS, WA5CAB" <103012.2130@compuserve.com> 
Subject: DIAL LIGHTS, VARIOUS BS #'s 

Message-ID: <951207052642_103012.2130_GHU75-2@CompuServe. COM> 


Group (not to be confused with 'Groupies') 


In my (probably not so humble) opinion, the best room lighter ever made are the 
Hallicrafters BC-610-A through -E. They will also help warm the shack on a cold 
winter's night. There are some other sets nearly as good, such as the Collins 
TDH, the TCK and the AN/MRC-2, but except for a few TCK's and one AN/MRC-2, very 
few of them ever got into amateur hands. 


73, Robert, WA5CAB 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: jml@spider.lloyd.com (Jim Lockwood) 

Subject: DX-100 audio 

Message-ID: <mOtNmph-Q00Ts2C@spider.1lloyd.com> 


>I have noticed that D104's I've heard on Viking II's and DX100's don't 
>sound quite as nice as they do on say Collins transmitters or Globe 
>Kings. They seem to be a bit shy on bass response. I just 

>don't think an unmodified Viking II or DX100 has the audio range of some 
>other AM transmitters. 


FWIW, my experience with my unmodified DX-100s is that they produce good 
quality audio when I use dynamic mikes. Their audio has been variously 
described as "punchy", "sparkling", and having a "full sound". 


The two dynamics I use are essentially the same: an Astatic DN-HZ and an 
Astatic DN-500 through an impedance matching transformer. 


As always, YMMV. 
73, 


Jim - km6nk 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: "Tim Shoppa" <shoppa@kr1l.caltech.edu> 

Subject: Re: DX-100 trivia, the probable conclusion 
Message-ID: <9512070042.AA01601@altair.kr1.caltech.edu> 


That's not to say they don't exist. They do. I have one. If the 
unscientific survey results I have are valid, they are not as common as the 
earlier ones. Why? Perhaps the Daystrom info was incorporated just before 
the DX-100 was killed and replaced with the DX-100B. This is just 
speculation on my part; can any of you think of any other explanation? 


VVV VV 


Heathkit was pretty good at teaming up with other companies to 
attempt and co-market things together. In the early to mid 70's 
there was Schlumburger (spelling?) and in the 80's there was Zenith. 
It's not too unusual to see products from these eras marked 
"Heath/Schlumburger" or "Heath/Zenith". Perhaps "Daystrom" 

was a previous marketing partners, maybe even selling stuff 

outside the US? 


Tim. (shoppa@altair.kr1l.caltech.edu) 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: penson <penson@geom.umn.edu> 

Subject: Re: DX-100 trivia, the probable conclusion 
Message-ID: <199512071355 .HAA21725@geom. umn. edu> 


Jim and all: 


I would be interested in the serial numbers of the DX-100s owned by members 
of the list. These might prove useful in estimating the number of units made, 
as well as the number made prior to Daystrom. So if it isn't too much trouble 
to get a look at the back of your rig maybe you could have a look. 


Thanks! 


Chuck 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: penson <penson@geom.umn.edu> 

Subject: Re: DX-100 trivia, the probable conclusion 
Message-ID: <199512071402.IAA21770@geom.umn.edu> 


Tim: 


Daystrom was a large holding company that owned a lot of other companies, 
notable among them, Weston (of panel meter fame). Daystrom bought Heath 
after Heath's latter day founder Howard Anthony died in 1954--about the 
same time the DX-100 was being developed. A lot of Heath's products (but 
not all) then included some reference to Daystrom. The DX-100 was a 
transition product and as Jim has discovered, two versions of the front 
panel were made. 


Chuck 
WA7ZZE 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

Subject: Re: DX-100 trivia, the probable conclusion 

Message-ID: <Pine.ULT.3.91.951207082555 .29942B-100000@admin. aurora. edu> 


On Wed, 6 Dec 1995, Tim Shoppa wrote: 


> Heathkit was pretty good at teaming up with other companies to 
> attempt and co-market things together. 


Wasn't Daystrom the outfit that owned Weston meters? Seems to me a lot 


of the Heath stuff used Weston meters in them. 
Bob, K9EUIL 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 


From: "Greg Parsons A.K.A. Rat" <gregp@galileo.mis.net> 
Subject: Re: DX-100 trivia, the probable conclusion 
Message-ID: <9512071642 .AA27380@galileo.mis.net> 


At 07:58 AM 12/7/95 -0600, you wrote: 

>Jim and all: 

> 

>I would be interested in the serial numbers of the DX-100s owned by members 
>of the list. These might prove useful in estimating the number of units made, 
>as well as the number made prior to Daystrom. So if it isn't too much trouble 
>to get a look at the back of your rig maybe you could have a look. 

> 

>Thanks! 

> 

>Chuck 

> 

> 


Chuck, 

Here is one for you, my DX-100 has no serial number on it, I have looked 
all over the rig, had it out of the case I don't know how many times, but no 
serial number. 


73, 

Greg 

KE4000 
Out of the night skies, Women with fat thighs, Picking up dead guys, 
Blowing thier horns, Its not a redhead, Its not a brunet, Who can it be? 
Must be a blonde! 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: KB9VU@aol.com 

Subject: FS: 

Message-ID: <951206223821_127092066@emout04.mail.aol.com> 


I have the following items for sale: 


Drake 500 Hz CW filter for the Drake C line. $50 plus 
shipping. 

Hallicrafters SX-111/HT-37 pair with original manuals. Best offer above 
$200. 


Shipping will be high on these. I'll deliver within 150 
miles of St. Louis or ship at buyer's expense. 


Contact via E-Mail: KB9VU@AOL.COM 


Thanks! 


Mike, KB9VU 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: AviDov@aol.com 

Subject: FS: 

Message-ID: <951207095053_47195822@mail02.mail.aol.com> 


R-390A/URR original Dec.1961 Tech Manual,TM11-5820-35,189 pgs.$28.00 incl 
domestic Priority Mail.Aben P.0O.Box 4118 Jersey City,N>J> 07304 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: Dick Dillman <ddillman@igc.apc.org> 

Subject: FS: Hallicrafters S-76 Receiver 

Message-ID: <199512070024.QAA23505@igc4.igc.apc.org> 


/*x Written 10:19 PM Dec 3, 1995 by rhynek@aol.com in igc:rec.radio.swap x/ 
[x ---------- "FS: Hallicrafters S-76 Receiver" ---------- */ 

I have for sale a Hallicrafters S-76 General Cov. Rcevr in excellant 
condition. 

Has all the original knobs and is working. This receiver was the first 
Hallicrafters made for the Amateur market using dual conversion. It 

has a very large S-meter. I am asking $135 plus shipping for it. 

Reply via e-mail to <rhynek@aol.com> 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 

From: Bill Strangfeld <bstrang@iac.net> 

Subject: Hallicrafters FPM 300 

Message-ID: <Pine.SUN.3.91.951207115157 .29600C -100000@wabash.iac.net> 


Does anyone know what a Hallicrafters FPM 300 is? It's a new one on me. 
Is it worth $200? 


Bill Strangfeld 
bstrang@iac.net 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Terry Burge <terrybu@netman.ENS.TEK.COM> 
Subject: Re: Hallicrafters FPM 300 

Message-ID: <9512071724 .AA26313@netman.ENS.TEK.COM> 


Bill, 

From what I recall looking thru my old QSTs and CQs it is a trans- 
ceiver 80-10 meters about the size of a TR-4 or one of the National ones. 
Big round dial in the center if I recall correctly and seemed to me to 
be a fairly nice 'modern' looking rig for a Hallicrafter. The price sounds 
reasonable to me but ‘don't quote me’ on it. 


Terry 
KI7M 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Duncan Cadd <dcadd@luc.ac.be> 

Subject: life in Santa Barbera ? 

Message-ID: <9512070813 .AA16942@alpha.luc.ac.be> 


Greetings, Anchorites, from a dull and cold Diepenbeek in N.E. Belgium! 


I have a Belgian friend who is going to do one or two years of postdoctoral 
research in Santa Barbera beginning in February next year. He hasn't yet got 
himself a ham ticket, but has been interested for years (work has so far got 
in the way) - I would be grateful if any list members could pass on to me 
(private email!) details of any interesting ham clubs or W.H.Y. in the Santa 
Barbera area. ‘Elmer’ contacts also appreciated. 


Many thanks, 
73, 


Duncan ON9SCHU / GOUTY G-QRP 8117 
dcadd@luc.ac.be 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: "Integration Area" <integrat@usr.com> 

Subject: Re: Lights in the night 

Message-ID: <9511078183 .AA818363190@robogate.usr.com> 


All of this talk of how we love operating tube gear at night reminds me of 
some thing I saw in a stack of WW2 radar maintenance bulletins... 


The Navy just loved to build transmitters with nice perforated doors for 
access to tubes and relays. This carried on into some early radar 
equipment, (not for the microwave circuits!), as well as some sonar gear. 
Apparently one set (I forget the nomenclature) was a bit too bright for the 
current darkness restrictions, so the Navy ordered a unique solution: 


Paint the tubes black. 


William Donzelli 
integrat@usr.com 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: List Etiquette re: Usenet Reposting 
Message-ID: <199512070136.RAA06410@igc3.igc.apc.org> 


Greetings fellas and gals. I'm writing to ask about the proper BA 
list etiquitte when it comes to re-posting stuff from Usenet to the 
list. 


I check rec.radio.swap pretty often and have occasionally re-posted 
stuff of obvious BA interest that I have not seen on the list. I 

understand from earlier messages that many list members do not have 
access to timely Usenet postings or perhaps no Usenet access at all. 


But given the recent discussions of list usage and for sale postings I 
just want to make sure that I'm not transgressing in any way by doing 
this. 


(Given the number of replies that were mis-directed to me regarding 
the $150 R-390 there is apparently some significant interest in at 
least some of these repostings. ) 


So what does Miss Manners advise? 
Best Regards, 


Dick Dillman/WPE2VT 
<ddillman@igc.apc.org> 
San Francisco 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: jeffa@ix.netcom.com (Jeff Anderson) 

Subject: Loewe Opta schematics? 

Message-ID: <199512071300.FAA22785@1x7.ix.netcom.com> 


I recently picked up an old Loewe Opta stereo console. Although the 
receiver's AM and FM bands both work great, I'm getting lousy 
performance on the two short-wave bands. Does anyone know where I can 
find schematics for equipment like this? 


Thanks! 
- Jeff, WA6AHL 


(Also looking for schematics for my H.H. Scott 340B) 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: tomrice@netcom.com (Tom R. Rice) 

Subject: NPW Drive Re-build? 

Message-ID: <199512070129 .RAA27300@netcom18.netcom. com> 


At the last Livermore ham flea market, I picked up 
a National NPW-0 drive assembly, which is cosmetically 
pretty good, but which shows signs of wear in the mechanics. 


Has anyone experience with re-building one of these? 

As always, tips and suggestions are appreciated. (I do 

have small-machine-shop facilities (Sherline/Unimat level), 

so feel comfortable with making bearings, bushings and the like.) 


Thanks and 73 de WB6BYH 


"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 

tomrice@netcom.com 

CIS: 71160,1122 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: aa4xrm%amos.UUCP@mathcs.emory.edu (Marty) 
Subject: Re: NPW Drive Re-build? 

Message-ID: <9512071416.AAQ06406@amos.YP.mystnite> 


There was a very complete article on the "HRO dial drive" in the Antique 
Wireless Assn's Old Timer's Bulletin. 


I just found it! It's by Bill Fizette K3ZIJW on pg. 33, May 1992 
Your prayers are (partly) answered 

Marty 
From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 


From: tech@cs.athabascau.ca (Richard Loken) 
Subject: original 1937 CBC transmitters 


Message-ID: <mOtNSz9-0018L1C@aupair.cs.athabascau.ca> 
I said: 


>The Watrous and Sackville transmitters were RCA 50D's which ran 50 water cooled 
TAVAVAVAVAVAYAVAVAVAVAS 


Oh for crying out loud, that is two water cooled tubes (which conspire to 
deliver 50,000 watts of RF at 540KHz). Gee whiz, I should not be allowed to 
send mail. 


Richard Loken VE6BSV, Systems Programmer - VMS : "...underneath those 
Athabasca University : tuques we wear, our heads 
Athabasca, Alberta Canada : are naked!" 

xx tech@cs.athabascau.ca *x* : - Arthur Black 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: "C. R. (Bob) Zinck" <crzinck@fox.nstn.ca> 
Subject: Re: original 1937 CBC transmitters 
Message-ID: <199512070425 .AAA10706@Fox.NSTN.Ca> 


> Date: Wed, 6 Dec 1995 14:03:34 -0600 (CST) 

> Reply-to: tech@cs.athabascau.ca 

> From: tech@cs.athabascau.ca (Richard Loken) 

> The Watrous and Sackville transmitters were RCA 50D's which ran 50 water cooled 
> tubes in the final in the (insert name starting with a D that I can't spell) 

> configuration with one tube running all the time and the other only on the 

> peaks. 


I believe this is the Doherty circuit.Not sure of the spelling either, but 
it was used in the Northern Electric AM broadcast transmitters. CHNS in 
Halifax had one in the early 50's. I remenber that we monitored modulation 
with a Dumont scope which displayed an ellipse which closed towards the 
center as modulation increased. 


Reds....Bob... 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: Dick Dillman <ddillman@igc.apc.org> 

Subject: R390 $150 

Message-ID: <199512070020.QAA23073@igc4.igc.apc.org> 


/*x Written 11:45 AM Dec 5, 1995 by prc74@aol.com in igc:rec.radio.swap x/ 
[k ----- rere "R390 $150" ---------- */ 
I have a R390 (NOT a "A") receiver I would like to sell. It is comeplete 


except for top cover. It has both meters and the bottom cover. Has Collins 
PTO. It looks a little rough. Will swap for Military Tactical radio 
equipment or sell for $150 Shipped 

$100 you pick up(located in GA) 


WA4GKI Billy Wiggins 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: "Garey Barrell, K40AH" <75025.73@compuserve.com> 
Subject: Radio Corporation of New Zealand 

Message-ID: <951207002827_75025.73_FHD98-1@CompuServe. COM> 


I have a console radio, five bands: Broadcast, 16, 19, 25 and 31 meter bands on 
a slide-rule dial. 


Label reads: Columbus Model 75 - No. 03401 - Radio Corp of New Zealand. 


Tube line-up: 


6k7 - RF 
6A8 (? missing) - mixer 
6K7 - IF 


6B8 - det / 1st audio 
6F6 - AF output 
with 1629 tuning eye and 5Y3 rectifier 


Set is wired for 220 vac. From the tube line-up I would guess mid - late 30's 
?? 

No similar layout in Rider's RCA sets. 

Any information would be appreciated. 


Thanks in advance - Garey, K40AH 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Terry Burge <terrybu@netman.ENS.TEK.COM> 
Subject: Re: Radio Corporation of New Zealand 
Message-ID: <9512071654.AA25206@netman.ENS.TEK.COM> 


Garey, 

Try rec.antiques.radio+tphono if you have access to a news 
server. I suspect you'll get more information there. Judging by the 
tubes I suspect it is from 1938-40 but I am not an expert in it. Hank 
van D. may have more information and I do see him on boatanchors 
so he may also respond to you. 


Terry 
KI7M 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: TOM.A.ADAMS@mail.admin.wisc.edu 

Subject: Re. LF/MF Voyeurism 

Message-ID: <FC614542.FC614606@mail.admin.wisc.edu> 


to: boatanchors@theporch.com 
On the subject of baby monitors: 


That's one of my FAVORITE sources of listening on low band VHF! All too many 
folks just toss the receiver into a drawer somewhere when the leg biter 
doesn't need to be listened to anymore. They forget all about the transmitter 
that's plugged into the outlet. Around here, somebody's got one running, and 
I'd be willing to bet it was left by a previous tennant, ‘cause it SURE ain't 
in a KID'S bedroom anymore! ;-) I just hope there folks have the receiver 
to go with this rig, ‘cause at the rate they're going they're gonna NEED it 
eventually. 


Cordless phone / baby monitor listening tends to tell you a LOT more about 
your neighbors than you ever wanted to know. 


There's a sweet, grandmotherly old lady on my block. She's like something 
out of Norman Rockwell; always making cookies for the kids on the street. I 
have to avoid her now, because I can't keep a straight face ever since I 
caught a cordless call she made in which she described to a friend, in graphic 
detail, just how she deals with her husband having passed away. Who'd have 
thought it? 


On the other hand tho, it can be useful. The local alderman just bought a 
cordless, and he's packing 20 DB over S-9 at my place. Boy, he's even MORE of 
a meathead than I thought he was. 


BTW, there's yet ANOTHER place to check in the radio spectrum for the 
latest local dirt. 


I do a fair amount of snooping in the 72 - 76 MHz business band. One 
afternoon I encountered an FM signal, quite loud and full quieting, on 75.783 
MHz. It was modulated by the sound of a lot of kids playing. The signal stayed 
there for several hours, then abruptly ceased. 


A week later, on a Friday night, I was surprised to find the signal back, 
as strong as ever, and modulated by, of all things, a PIPE ORGAN! 


Putting the PRO-2004 on the cigarette lighter plug and 2 metre Mag mount, a 
quick trip in the mobile revealed the source of the signal to be the pulpit 
wireless microphone used for the Friday evening services at the local R.C. 
church, OVER A MILE AWAY! What the kids were doing on this thing earlier is a 
bit of a mystery; perhaps they use the same portable sound system in several 
different areas of the church and attached elementary school. Actually, this 
ain't bad DX for an omnidirectional vertical antenna. 


BTW, if you do this sort of thing seriously, I'd STRONGLY recommend a 
broadband Log Periodic covering the cordless band, mainly to null out the QRM. 
Things are so crowded here I can't listen to a LOT of the channels. 


BTW, don't overlook the 1600 - 1850 KHz band for this kind of activity. 
There are STILL a lot of old series cordless phones around that use an FM 
carrier current signal in this range as one half of the circuit. I've copied 
them for several blocks. Note that SOME of these damned things are INSIDE OF 
THE 160 METRE HAM BAND! 


As yet, I haven't seen (as in spectrum analyser) or heard any local 
activity from the new generation of "sperad spectrum" cordless phones on 902 - 
928 MHz. I've been tempted to exercise my rights as a ham and get on that band 
with some oddball modulation scheme, just to discourage local use of the new 
spread spectrum phones.True, it would be difficult of "accidentally" nail 
thier modulation, but I'd say 500 watts or so of carrier from just down the 
street would do all sorts of FUN things to the receiver front ends! "Boys and 
girls, can YOU say 'desense'?". 


73's, 


Tom, KITA 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: Lrware@aol.com 

Subject: RE. World Radio Ruler 

Message-ID: <951206222139_127077882@emout05.mail.aol.com> 


There can be only one: 

"World Radio Ruler" 

Thus the ruler should be given to me because: 

1) Somebody has to do it. 

2) A Boatanchorite is best qualified; who else would want to rule radios? 
3) Ruling radios takes an "Tron Ruler." 

4) Anybody can do it better than the ARRL/WARC boys. 

5) I'm psychologically suited to the post; A sane person would not be 
interested. 

6) My ears always ring just like a Russian "Woodpecker" even when my 


shortwave is turned off. 

7) My wife swears my garage looks like the lab in "Dr. Strangelove", so 

I even have a proper location for a "World Ruler." 

8) World Rulers have to be able to project force across great distances. 
With the "World Radio Ruler" I could reach about a foot. 

9) Any proper "World Radio Ruler" needs a symbol with a globe on it, 

or else how would he know what hes in charge of? 

10) If you give it to me I promise not to send out any more silly posts like 
this. :-) 


-Larry 
lrware@aol.com 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: arther.dent@smtp.prostar.com 

Subject: re:Re:Dominican Dial Lights... 

Message-ID: <199512062350.RAA14452@uro.theporch. com> 


gee i'd never noticed that...... yes the RCA A23 will work on 25/60 cycle. 
also it will work on 105/125 volts. it was mfg. by RCA Victor Co. Ltd. 
montreal, Canada. still looking for any and all info on this radio. 
thanx..... TS matics mike..... KB7VNT 


cc: boatanchors@theporch.com 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: Bill Nelson <billn@PEAK.ORG> 

Subject: Re: Rec.radio.shortwave 

Message-ID: <199512070804 .AAA21866@PEAK .ORG> 


As a newbee to the InterNet, I do not know how to surf the 
Rec.radio.shortwave usenet. 


In other words, to get to boatanchors, I use 
http: //lListproc@theporch.com 
What is the equivalent or what is needed to get to 
Rec. radio. shortwave? 


VV VV VV VV 


Newsgroups are not part of the Web. You have to use a news reader 


rather than a web browser. Your Internet service provider can 
tell you how. 


If you use Netscape, it as a net browser built into it. I don't recall 
of Mosaic does, or not. I do not use my web browser for reading news. 


Bill 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: Jake Hellbach <kk5hy@accesscom.net> 

Subject: Re: SP-600! 

Message-ID: <199512062313.RAA13664@uro.theporch. com> 


Dave, 

I have the schematic's for the sp-200 and the sp-400, I'm not sure if there 
was any major difference, but if you don't get any bites on the 600 I'll be 
glad to send you what I have. 


Jake KK5HY 


At 04:37 PM 12/6/95 -0600, you wrote: 
>Does any one have a schematic of Hammurland SP-600 that they can spare, 
>or a photocopy of a schematic. Dave NE9F 


>| David Speegle Email Alias: David.Speegle@dialin.ind.net 
>| 

>| 

>| 311 S West St. 

>| 

>| Argos, IN 46511 

>| Phone: 219.546.3848 FAX: 


Email via: kk5hy@accesscom.net 
Check out the Westside ARC Web page at: 
http: //www.accesscom.net/~kk5hy 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Felix Barreras <chonte@prism.nmt.edu> 
Subject: Re: SP-600! 


Message-ID: <Pine.SUN.3.91.951207074025 .13924A-100000@black> 
On Wed, 6 Dec 1995, David Speegle wrote: 


> Does any one have a schematic of Hammurland SP-600 that they can spare, 
> or a photocopy of a schematic. Dave NE9F 

> 

Hello Dave 


Yes I do have a manuel, with schematics and if you would pay for the 
copying and mail I would be happy to send to you. If you know of anyone 
that has a Heathkit VFO, something like a HG10A or B to sell or trade. I 
have an unasssembled Heathkit intercomm, it small and no instructions, 
that I can trade> 


de Felix WB5LXA (email chonte@prism.nmt.edu) 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: T.0. Keyer in Usenet rec.radio.swap 
Message-ID: <199512072029 .MAA08836@igc3.igc.apc.org> 


For those who inquired about the T.0. Keyer I had available after it 
was sold, there's one listed in rec.radio.swap under "Silent Key 
Liquidation" if you're still searching for one. 

Best Regards, 


Dick Dillman/WPE2VT 
<ddillman@igc.apc.org> 
San Francisco 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Larry Ware <lware@aol.com> 

Subject: The BA For Sale listings... 

Message-ID: <9512070752.aa11597@jackatak.theporch. com> 


Firebottle Fans- 
xAttention all "boatanchors" mailing list membersx 
The BA "for sale" archive has a new handler... 


Larry Ware, <lware@aol.com> has taken over the FOR SALE portion of the 
BA trading list... Make sure ALL updates and deletions and additions 


go to me, Larry, at lware@aol.com 


Andrew Dumas has turned the "for sale" list over to me. Andrew will 
continue to manage the "wanted" list. Please take a moment to e-mail a 
thank you to Andrew at adumasi1@ix.netcom.com. Otherwise he might think 
his network provider has problems when his mail volume drops off... 


=) 


I will endeavor to keep the "for sale" list current as a courtesy 
to the BA mailing list members. 


A new update will be posted by the time you read this. 


Those of you with items on the list will be getting mail from me in the 
next few days. Please let me know if the items are still available, 
sold, etc. 


Please submit items to be added to the list/archive to me at: 
lrware@aol.com 


with "BA FOR SALE LIST ADD" or "BA FOR SALE LIST DELETE" on the 
subject line. 


I get a lot of e-mail and would hate to delete a list related message 
by mistake... 


Please get the list and look at the current format before submitting 
items for inclusion, the less typing I have to do the happier I am! 
I'm going to try and have some fun at this, so your help will be 
appreciated. :-) 


- Larry Ware 
lrware@aol.com 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: w7ni@teleport.com (Stan Griffiths) 

Subject: UPS Rates 

Message-ID: <199512071626.IAA22837@desiree.teleport.com> 


I can't remember seeing the question, but someone asked why it was cheaper 
to ship UPS to a business than to a residence. The answer I got from the 
local UPS office here is simply because it is more likely there will be 
nobody home at the residence to receive the package and they will have to 
handle it one more time. People are at businesses during the workday and 
not at home when UPS is doing their deliveries. On the average, it costs 


UPS more money to make a residential delivery. Makes sense to me. 


Stan W7NI@teleport.com 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 

From: doonan@cordmc.dnet.etn.com (DENNIS DOONAN X6916 (KG9DO)) 
Subject: RE: UPS Rates 

Message-ID: <9512071536.AA20824@etn. com> 


Things must be different around the country. UPS just leaves packages 
near the side door. 

I was in the shack yesturday when the dog started barking. The side gate 
was open. When I went out, the UPS guy was leaving the back yard and said 
I have a big & heavy box that sounds like it is full of broken glass. 

No signature requested. This happens all the time. 

The box was tattered and weighed in at 50 lbs. It contained 1000 tubes that 
were just "dumped" into the box and a layer of newpaper put on top. It sounded 
like heck, but only 12 busted ones were found! 

I guess then that anyone sending a package to my house should qualify 
for a commercial delivery, because the UPS man only has to stop by once. 
Gosh, what would happen if something really was damaged in shipping? 


73 de Dennis, KG9DO doonan@cordmc.dnet.etn.com 


ps, anyone going to operate BA for the 10 meter contest this weekend? I'll 
be around 28.455 with a combination Draxe TX and a Collins RX. 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: "Gary H. Harmon, Jr." <gharmon@legend.txdirect.net> 
Subject: VF-1 VFO 

Message-ID: <9512071809 .AA27906@legend> 


Who was looking for the HEathkit VF-1 VFO to fo with their DX-40? Please 
e-mail me as I know where one is. 73, GARY 


Gary H. Harmon, Jr., K5JWK gharmon@txdirect.net 
6302 Robin Forest K5IWK@K3WGF .STX.USA.NOAM 
San Antonio, TX 78239 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: JCoote@aol.com 
Subject: Want Military Radio Info 


Message-ID: <951206204108_126995695@emout06.mail.aol.com> 


I am looking for a mail list which covers military radios. My interest is 
converting later-model HF and VHF equipment for amateur use, AN/GRC-193's 
AN/PRC-70's and newer equipment. 


Is this the list to subscribe to or is there one for mil radio nuts? 


Thanks & 73 
Jay WB6AAM 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: jproc@worldlinx.com 

Subject: Wanted: SCR522 Sub-assemblies 

Message-ID: <Chameleon.4.01.2.951206123320.jproc@> 


Dear BA's, 
With the recent acquisition of a PE 98-E dynamotor unit, I am well on the way 
to assembling a ‘display quality' example of the SCR-522 for the ship. I am 


still missing the following interconnection boxes and cabling: 


Junction Box JB-29-A (most critical piece now) 


Jack Box BC-629-A 
Jack Box BC-630-A 
Jack Box BC-631-A 
Cable - Junction Box to SCR 522 (18 pin to 18 pin) 
Cable - Dynamotor unit to SCR 522 ( 6 pin to 12 pin) 


Cable - Junction Box to BC 602 control box (12 pin to 12 pin) 


This is the minimum (critical) cable complement required to get the unit 
powered up in its original configuration. The connectors on the cables are 
British types and don't fit any other American built gear. I would appreciate 
if everyone could check their junkboxes to see if any of these components are 
lurking about. 


BTW, for an 8 watt VHF AM receiver/transmitter, this little baby requires 14 
VDC at 20 amps (yes! 280 watts) as input power to the dynamotor. 


Regards, 

Jerry Proc VE3FAB 

E-mail: jproc@worldlinx.com 
Radio Restoration Volunteer 
HMCS Haida, Toronto Ontario 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 

From: morriso@vifp.monash.edu.au (Morris Odell) 

Subject: What are these rocks? 

Message-ID: <199512062259. JAA13683@brain.vifp.monash.edu.au> 


Hi everybody, 


I wonder whether anyone can identify these rather curious crystals I picked 
up recently, and knows about their care and feeding. They come out of 
telephone carrier equipment and are labelled with frequencies around 4 to 6 
kc/s. Each one consists of a thin crystal bar several centimetres (sorry!) 
long, vacuum mounted in a tube type envelope. There are 4 metallized 
electrodes deposited on the bar, 2 on each side in the following pattern: 


| [===| |----- 1 electrode 


| ese] [Penne the other 
electrode 


All 4 electrodes are brought out to base pins. 


I don't know if these were part of oscillators or filters, but I would love 
to build an oscillator with them. All experiments so far have been 
unsatisfying - I've tried various combinations of electrode in various 
standard oscillatory circuits and have achieved some oscillations but not on 
the labelled frequency. 


If these devices ring a bell, please let me know 
73 


Morris VK3DOC 
morriso@vifp.monash.edu au 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Bob Roehrig <broehrig@admin.aurora.edu> 
Subject: Re: What are these rocks? 


Message-ID: <Pine.ULT.3.91.951207082023 .29942A-100000@admin. aurora. edu> 

On Wed, 6 Dec 1995, Morris Odell wrote: 

Hi everybody, 

I wonder whether anyone can identify these rather curious crystals I picked 
up recently, and knows about their care and feeding. They come out of 


telephone carrier equipment and are labelled with frequencies around 4 to 6 
kc/s. 


VV VV VV 


I think I can help you out with the xtal and also provide an osc circuit 
that works. Are there any other markings on the xtal - is it a Western 
Electric unit? 


Bob, K9EUI (broehrig@admin. aurora. edu) 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: aa4xrm%amos.UUCP@mathcs.emory.edu (Marty) 
Subject: Re: World Radio Ruler 

Message-ID: <9512071328.AA06195@amos.YP.mystnite> 


I have a July '56 QSL from Leo WOGFQ to W4SPL that shows the man in 

a regular tie in front of, and obscuring, a 75A rx. There's a Globe King 
in full view with a Johnson Rotator, a Measurements GDO, and a desk 

that looks like a pac-man game. 


But it's the tie. I need the ruler to symbolically rap his knuckles 
for leaving the bow-job off for the pic. 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: Michael.J.Knudsen@att.com 

Subject: Re: Yet more D-104 talk... 

Message-ID: <9512061650.AA13334@bock.ih.att.com> 


Doesn't the lifetime of a mic relate to the type of element used? 

Over its 60-year history, the D104 may have used any of these: 

(1) Crystal element. High impedance, high output, crisp treble sound. 
Like xtal phono cartridges, dies naturally of old age, especially under 
heat and moisture. A crystal mike xwillx get weaker with age. 


(2) Dynamic. Low Z, low output, more bass. If not abused, will outlast 
your grandchildren. Needs a preamp to drive most BA xmtrs. 


(3) Electret capacitor. Modern type used in all the little tape recorders 


and even some good stuff. Probably in the later D104s. Hi Z, high output, 
balanced freq response. I wouldn't bet on it outliving me. 


Now, I still don't know what element type is in my D104, even tho I had 
it out in my hands. I think it's (3) above. I have preamp and 9V battery 
in the base. And it's too bassy, according to on-air reports. 


Bottom line: Crystal mikes gradually die over the years. Dynamics don't. 
Electrets are too new to go bad yet, I hope. 
73, mike k w9nrd 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: scott@hpislst.1lvld.hp.com 

Subject: Re: Yet more D-104 talk... 

Message-ID: <199512070016.AA009045380@relay.hp.com> 


Mike writes: 


> Over its 60-year history, the D104 may have used any of these: 
> (1) Crystal element. High impedance, high output, crisp treble sound. 


> (2) Dynamic. Low Z, low output, more bass. If not abused, will outlast 
> your grandchildren. Needs a preamp to drive most BA xmtrs. 


> (3) Electret capacitor. Modern type used in all the little tape recorders 
> and even some good stuff. Probably in the later D104s. Hi Z, high output, 


I don't know for sure what gets included in new D104's, but I can almost 
certainly rule out #3. If you order a replacement element from AES 
today, you have your choice of #1 or #2, so I assume the same choices 
are available when you order your new mic. 


Personally, if you're going to use a D104 with a boatanchor, I think 
there is only one choice. I'll live with an element that wears out over 
time to get the quality of sound a crystal element brings. I don't like 
the sound of most (but not all) dynamics I hear on AM. 


> Now, I still don't know what element type is in my D104, even tho I had 
> it out in my hands. I think it's (3) above. I have preamp and 9V battery 


> in the base. And it's too bassy, according to on-air reports. 


Probably #2 then. Easily rectified :-) 


Scott Turner KGOMR- scott@lvld.hp.com 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 

From: Grant Youngman <gyoungma@gtetel .com> 

Subject: Re: Yet more D-104 talk... 

Message-ID: <Chameleon.951206202906. gyoungma@gyoungma. gtetel.com> 


>I don't know for sure what gets included in new D104's, but I can almost 
>certainly rule out #3. If you order a replacement element from AES 
>today, you have your choice of #1 or #2, so I assume the same choices 
>are available when you order your new mic. 


The standard D104 has a CRYSTAL element. The 10DA has a DYNAMIC element with 
a flat, tailored 300-3000 hz response and is a totally different element/head 
combination that plugs into the Astatic stands. It is specifically designed 
for SSB service. 

Current Astatic literature describes the D-104 as a " . metal sealed 
crystal". The crystal cartridge in the D-104 head is an MC-320. It is also 
available as a "ceramic" element (part no. MC-321). There is also a hand mic 
that has the MC-32x cartridge in it called the D104-M6B. 


The upper temperature limit on the MC-320 cartridge -- the one in 99.9% of 
D-104 heads -- is 113 deg. F. According to the cut sheet, "Exceeding the 
upper temperature limit will result in permanent damage to the crystal 


element". So don't leave it in the car on a hot day with the windows rolled 
up -- and don't be surprised if the used D-104 you buy out of the back of 
someone's pickup doesn't sound too sweet ... :-) 


A fortunate characteristic of the D104 crystal element is that its low 
frequency response is a function of the resistive load. At 5Meg, its nearly 
flat out to 50Hz. At 500K, its down 10db at about 150Hz. And at 50K its down 
10dB at 1KHz. In case it didn't immediately occur to you, this is why people 
gripe about how lousy a D104 element sounds driving a modern rig with a low 
impedance mic input directly. The amplified stand solves this problem by 
properly terminating the D104 and providing a 5K output impedance with enough 
level to drive a modern or BA rig properly. Ona BA rig you generally don't 
need (or want) the preamp but it won't hurt anything. If using an unamped 
D104 increase the grid resistor of the mic amp stage to at least 2Meg if its 
smaller than that, and while you're at it, just put a 5Meg resistor in there 


Grant Youngman -- NQ5T 


WANTED: Hammarlund SPC-10 


gyoungma@gstetel.com 


From boatanchors@theporch.com Thu Dec 7 08:28:00 1995 
From: jml@spider.lloyd.com (Jim Lockwood) 

Subject: Re: Yet more D-104 talk... 

Message-ID: <mOtNXy7-QO00TtEC@spider.1lloyd.com> 


>Over its 60-year history, the D104 may have used any of these: 
> 
>(1) Crystal element. High impedance, high output, crisp treble sound. 


This crisp sound seems to be emphasized (or, inverting that....the bass 
response is attenuated) when the mike is connected to rigs that have 
abnormally low values of grid input resistors. Stock DX-100s come to mind 
with their 510K resistors.. On rigs with larger resistors, this treble 
sound is less of a problem with a crystal D-104 


> 
>(2) Dynamic. Low Z, low output, more bass. If not abused, will outlast 
>your grandchildren. Needs a preamp to drive most BA xmtrs. 


A low cost alternative to a preamp is to use an impedance matching 
transformer. Radio Shack sells these and they work very well at adapting 
low-Z mikes, such as a DN-500 for example, to hi-Z tube inputs. Cost is 
about $12.00. 

> 

>(3) Electret capacitor. Probably in the later D104s. Hi Z, high output, 
>balanced freq response. 


>Now, I still don't know what element type is in my D104, even tho I had 
>it out in my hands. I think it's (3) above. I have preamp and 9V battery 
>in the base. 


I've not knowingly seen a D-104 with an electret element yet. 


The D-104s that I have with amplified bases all have crystal elements. To 
use them with my boatanchors, I just jumper around the amplifier and they 
work fine. It's my belief (that someone else can confirm or refute) that 
the introduction of the amplified base was necessary to get a hi-z crystal 
element to drive a lo-z audio input. 


13% 


Jim - km6nk 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Michael.J.Knudsen@att.com 

Subject: Re: Yet more D-104 talk... 

Message-ID: <9512071651.AA15071@bock.ih.att.com> 


Scott recommends the crystal element for D-104 mikes. 

If you retrofit one of these, should you still expect to need 
the base preamp, or should the xtal element be able to drive 
most BAs directly? I'm thinking Viking II, DX-40, KWM-2 here. 


I remember getting decent drive into my DX-40 eons ago with the family 
tape recorder's xtal mike. The V-II doesn't have many audio gain stages, 
so might need more (but not a carbon mic, geez!). 


And I have to turn the gain up pretty high on my current dynamic (?) D104 
to get solid ALC on the M-2. So maybe the preamp is still needed? 


Actually, I was planning to replace some caps in the preamp with smaller values, 
to cut down that boomy bass. Not looking for bradcast-quality AM just yet. 
73, mike k w9nrd 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: Michael.J.Knudsen@att.com 

Subject: Re: Yet more D-104 talk... 

Message-ID: <9512071724.AA15110@bock.ih.att.com> 


Actually, a hi-Z crystal mike should drive a lo-Z input just fine 
by using the same matching xformer you mentioned, only connected 
the other way of course. 


I have a couple of nice old PA mikes with built-in xformers with several 
taps that you can solder a jumper to, to match various impedances. 
THis was pretty common on older, quality mics. 


BTW in my first sentence I'm assuming that a low-Z input has plenty of 
gain behind it. 73, mike k w9nrd 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: scott@hpislst.1lvld.hp.com 

Subject: Re: Yet more D-104 talk... 

Message-ID: <199512071834.AA164351266@relay.hp.com> 


Scott recommends the crystal element for D-104 mikes. 

If you retrofit one of these, should you still expect to need 
the base preamp, or should the xtal element be able to drive 
most BAs directly? I'm thinking Viking II, DX-40, KWM-2 here. 


VV VV 


I have crystal element D104's driving both a 32V1 and a Drake T4X with 
no problems. The mic on the Drake does have an amplified base, but it's 
currently bypassed, the mic on the 32V1 does not have one. I tried the 
amp a long time ago on the Drake and got pretty crummy audio reports, 
but that was with an old element which has since been replaced. One of 
these days I'll get around to hooking it back up and trying it with the 
newer element. 


I have noticed that D104's I've heard on Viking II's and DX100's don't 
sound quite as nice as they do on say Collins transmitters or Globe 
Kings. They seem to be a bit shy on bass response. I think that's more 
a function of the capabilities of those transmitters than the mic. 

YMMV. Please, no stick or stones! That's not Collins snobbery, I just 
don't think an unmodified Viking II or DX100 has the audio range of some 
other AM transmitters. 


I seem to remember Jack posting a note on modifying the amp for use with 
BA transmitters a while back, but I couldn't find it in my archives. 


> And I have to turn the gain up pretty high on my current dynamic (?) D104 
> to get solid ALC on the M-2. So maybe the preamp is still needed? 


Perhaps ceramic, perhaps just a worn out crystal element. 

BTW, thanks to Grant for correcting my comments about crystal and 

"dynamic" elements being available. He's absolutely correct. I knew it 

was crystal and ceramic, but responded to the comments about a dynamic 
element kinda blindly :-) A late in the afternoon glitch. 

> Not looking for bradcast-quality AM just yet. 


My goodness, why not :-) 


Scott Turner KGOMR- scott@lvld.hp.com 


From boatanchors@theporch.com Thu Dec 7 21:16:00 1995 
From: pbock@melpar.esys.com (Paul H. Bock) 


Subject: Re: Yet more D-104 talk... 
Message-ID: <9512072032.AA16099@syseng1.se.melpar.esys.com> 


>>Over its 60-year history, the D104 may have used any of these: 
>>(1) Crystal element. 


Yes. Still available. 

>>(2) Dynamic. 
Didn't know this, can't comment. 

>>(3) Electret capacitor. Probably in the later D104s. 
Didn't know this either. 


There is also a (4) which is, in fact, still available: A 
*xCERAMICx element which has a frequency response somewhat similar 
(tho most think not quite as good) as the crystal element. It is 
available from Amateur Electronic Supply and is the same price as 
the crystal element, and is intended for "harsh" environments 
which might be detrimental to the crystal element. 


For example, heat has already been mentioned as the #1 
destroyer of Rochelle salts crystal elements, and that's probably 
true, but xMOISTURE*x is also detrimental, so if you spew a lot of 
saliva when you use a mike you might want to consider the ceramic 
element, which is impervious to levels of moisture and 
temperatures which would otherwise degrade a crystal element. 


But, according to the AES salesman I talked to a few months 
ago, the ceramic has never been popular with hams because of the 
overall sound. 


I ruined my original ('60s) D-104 by storing it in an attic 
for two years, but replacing the element made it all better. The 
current one I own (early '70s model) has a "homebrew" retrofit 
amplifier in the base of the UG-8 stand. It was beautifully 
installed, very professional looking job, but I've removed it and 
am now using the mike as a standard ‘ol crystal D-104. 


> It's my belief that 
>the introduction of the amplified base was necessary to get a hi-z crystal 
>element to drive a lo-z audio input. 


I fully agree on this point. 


133 


Paul, K4MSG 


